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Bubble / Foam

Widely used packaging material primarily made of polyethylene, a thermoplastic with excellent chemical stability, wear
resistance, low density, and strong ductility. These characteristics make bubble wrap lightweight and durable. When an item
is subjected to external impact, the air inside the bubble wrap is compressed, absarbing and dispersing the impact force,
thus reducing the damage to the item. It provides excellent protection for fragile and easily damaged items. The low density
of polyethylene material makes bubble wrap itself lightweight, easy to carry and transport, and also reduces the overall
weight of the package, lowering transportation costs. It effectively blocks moisture and dust, protecting the internal items
from contamination and dampness, and maintaining the dryness and cleanliness of the items.

* The outer/inner layer base material is made
of PE, serving as the "skeleton” of the bubble
bag, providing basic tensile strength and tear
resistance, while also insulating against external
dust and moisture

®
+ The bubble cushion layer is
made of polyethylene (PE) film.
Through a special process, two
lawrsguf PE film arI: thermally bl S
pressed together to form an
independent "bubble cavity”
containing air. The air is sealed
within the cavity, creating a o
cushioning air pad. | RMP10SS12158G »
Insize 3 e Compliance
SKU WxlL Color Material Applications Standard
RMPI0SS1215BG 12 x 15 172 Clear LDPE Recommended for electronic products, plastic MIA
products, metal products, ceramic products, glass
RMPI0SSI01SBG 10 x 15 /2" Clear ~ LDPE  Products and omm&ﬁ require cushioning N/A

I Product Features

* Buffer and shock resistant to prevent product damage
* Waterproof, moisture-proof, and pressure resistant
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Envelopes

Envelopes are bag-like containers used to enclose letters, documents, small items, etc., serving the functions of protecting
the contents, facilitating delivery, and identifying information. They are widely used in daily communication, business
exchanges, logistics packaging, and other scenarios. The back of the packing list envelope is sticky and can be pasted on
the outside of a package or container to store shipping documents. This ensures that the recipient can easily access and
view invoices, packing lists, safety data sheets, and other important documents. They provide the best alternative for placing
documents inside packages or containers and reduce the risk of document damage, loss, or disposal. Packing list envelopes
can be used for boxes, cartons, mailing packaging, tubular objects, and large envelopes.

i
()

p—

“ + The base material layer of
the bag body (core support)
constitutes the "main framework”
of the adhesive-backed bag,
determining the basic strength,
weather resistance, and
applicable scenarios of the bag

@
y - - The adhesive coating (adhesive core)
RMBAOEDMS o is th:l ke*,r tnlachlmrlng sht_:k as you
peel”, with different adhesive types
adapting to different pasting surfaces
* The release layer and environmental requirements
(anti-adhesive
protection)
covers the adhesive - :
surface to prevent i |
| = [ T
the adhesive from E— {
adhering to dust
or sticking to itself - |
when not in use i '
RMP40SIDE?12 RMP4OFLAGAS + | | RMP40SIDETIO » | | RMP40ES089
SKU Outside Dimensions Inside Dimensions Color Material Applications
RMP40SIDETIZ u2x12 FxNUr Clear CPE
RMP40EP4S 5 12 x 10° 5x9 W Red CPE
RMPAOFLAGAS 412xs5 U 4x5 Clear/Red CPE Recommend transportation
packaging for logistics
RMP40SIDETI0 7% 10" BUZx9 UL Clear CPE documents and other files.
RMPA0ESDES TU2xsu Tx5 ClearfWhite CPE

I Product Features

= Simple sealing and flexible use.
= In a completely sealed state, it can effectively ensure that the items inside the bag are not contaminated, damp, or
oxidized, making it safer and more hygienic.
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Polybags

Polybags are packaging products primarily made from high molecular polymers. Due to their lightweight, durability, and

low cost, they are widely used globally in various fields such as daily life, industrial production, and commercial trade. They
are made from abundant raw materials, have a simple production process, and are significantly cheaper than packaging
materials like paper and metal. They are lightweight, easy to transport and carry, and have high tensile strength, making
them less prone to damage (especially for certain materials like HDPE). They can provide a certain level of protection against
moisture and dust, safeguarding the contents inside (such as preserving food). Moreaver, they can be made into various
sizes and shapes to meet diverse packaging needs.

9 - Adhesive: Generally, environmentally friendly glues
such as acrylate adhesive are used. This type of

.-"-'

- glue has good viscosity and meets food contact

i safety standards, ensuring no contamination to food.
————— e e s -

©  + Bag body material: Typically, food-grade

L polyethylene (PE), polypropylene (PP), and other
| materials are used. Self-adhesive bags made of PE
are soft and tough, non-toxic and odorless, with
good flexibility and low temperature resistance;
those made of PP have high transparency, good
hardness, and strong chemical stability.

&+ WARNING:
Keep this bag away from babies and children. Do
not use in cribs, beds, carriages or playpens. The
thin film may cling to nose and mouth and prevent
breathing.

ADVERTENCIA:

RMP0155UF812 « Mantenga esta bolsa fuera del alcance de bebésy
nifios. No lo use en cunas, camas, cochecitos o
corralitos. La pelicula delgada puede adherirse a la
nariz v la boca e impedir la respiracion.

[P

'RMP9015SUF1420 « | RMP9015SUF1114 » | | RMP901SSUF69 » | | RMP901SSUF912 » | | RMP9OISSUFBI0 » | RMP9O1SSUFA10 »
47




Material Handlingl | Shipping & Packing Material | / Polybags

SKU
RMP90155UF812
RMPIOISSUFS9
RMPI015SUF912

RMP901SSUF1420
RMPYOISSUFINA
RMPFOISSUFEI0
RMPS015SUF410

I Product Features

Size W x L
8x12
bx9
9x12
14 x 207
nx14°
8x10"

4 x 107

= ltems easily slip into poly bag.

* Peel off strip and fold lip to seal.

1.5
1.5
1.5
1.5
15
1.5

1.5

Clear

Clear

Material Applications Compliance Standards
LDPE FD#
LDPE FDA
LDPE FDA
LDPE Recommended for shirts and FOA
toys.
LDPE FDA
LDPE FOA
LDPE FDA

= Anti suffocation warning design.Message printed in English and Spanish.

= Self adhesive properties.
| RMP9024CLZIPA = |
SKU Sizea WxL
RMP9024CLZIPS 2x4
RMPI023CLIIPS 2x3"
RMPOTNZCLEIPS 10 %12

I Product Features

- Good flexibility.
- Soft to the touch.

| RMP901012CLZIPS = |

Material Applications Compliance Standards
LDPE FDA
Recommended for T-shirts
LDPE and small volume parts FDA
products.
LDPE FDA

* Simultaneously possessing moisture-proof, waterproof, dustproof and other properties, it can effectively protect the

contents.

= The bag has a certain degree of transparency, making it easy to view the contents inside.
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| RMPS01616CLZIPS » |

SKU SzeWxL Ml Color  Material Applications Compliance Standards
RMP901616CLZIPS 16 %16 3 Clear LDPE bt i FDA
RMP901820CLSLZIP3 18 x 207 3 T, FDA

I Product Features
* Durable and reusable.
= Easy open, easy close.

= Bags are pre-opened for quick handling.

RMP9024CLZIPA » | RMP901012CLZIP6 » |
SKU SizeWxL il Color Material Applications Compliance Standards
RMPO244BCLIIPA 24 x 487 & Clear LDPE FO
Recommended for shipping
RMPY0OS10CLFL2 8 x10° 2 Clear LDPE parts, clothing or protecting FDA
food.
RMPR02224CLFLZ 22 x 24" 2 Clear LDPE FO
I Product Features

« 100% virgin high clarity polyethylene film.
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Poly Tubing Roll

Poly Tubing Roll is a continuous tubular plastic packaging material, typically supplied in roll form, featuring flexibility and
customizable cutting. It is widely used for various packaging needs. The main material is low-density polyethylene (LDPE):

it is softer and has good ductility, making it suitable for packaging items with irregular shapes or requiring a certain degree
of elastic wrapping. It has a continuous tubular structure with no pre-sealed ends (both ends are open), and its length
ranges from a few meters to tens of meters. Rolled into a cylindrical shape, it is convenient for storage and use. Poly Tubing
Roll, with its flexibility of "cutting on demand”, good protective properties, and cost advantages, has become an efficient
packaging solution in industrial, logistics, daily storage, and other scenarios.

 Roll converts:

From1"to 3" core &—————_

0

RMPF0IRLTS0CLA «

SKU
RMPIDIRL7S0CLA
RMPROERLIS0O0OCLA
RMPS012RL1S00CLA
RMP0I0RLISOOCLA

RMPR03RL1S00CLA

1 Product Features

RMPOERLIS0O0CLA -

| RMP9012RLIS00CLA »

Roll Size
1" % 750’
&' x 1,500
12" x 1,500°
10" % 1,500

3 x 1,500

= Roll converts from 1" to 3" core.
= Eliminates the need to stock an expensive variety of bags.

Mil

B B A B &

Roll converts
From 1" to 3" core
From 1" to 3" core
From 1" to 3" core
From 1" to 3° core

From 1% to 3° core

=+ Using low-density
polyethylene (LDPE],
LDPE has good

flexibility and
transparency

L L\

RMP2010RL1S00CLS «

" RMP903RL1S00CL4 - |

Color  Material Applications Compliance Standards

Clear MLDOPE FDA

Clear MLDPE Recommendsd FDA
for use with

Clear MLDPE Poly Tubing FDA

Clear MLDPE  Dispenser. FDA

Clear MLDOPE FDA
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Strapping

Strapping is used to secure packages and boxes during transportation, storage, and packaging operations to protect them
during transportation or to maintain their orderliness and safety during storage. They serve as a means of securing items in
various applications. Polypropylene strapping (sometimes referred to as poly strapping) is a lightweight strap used for light-
duty applications, such as bundling newspapers, sealing and bundling cardboard boxes, and securing small cargo items.

. T — —i> + Strong tensile strength
=« Good extensibility

o - Good temperature resistance

o

RMPTSTRPT2Z00BL » RMP7STRP3250BL » RMP?GSTHP!EOOBL . RMPTGSBPSGR
SKU Width Thickness Break Strength Length  Color Material Applications
RMP7STRP32508L 2 0.028 820 Ibs. 3250 Black Potyester Recommended
for use in brick
RMPTOSTRPIBOOBL 5" 0.03 1100 Ibs. 1,800" Black Potyester factories, stone,
- “nndu cntIuF
RMP7STRP7200BL " 024 S00 Ibs. 7200 Black Potyester spinning, aluminum
ingots and other
fields, suitable for
RMP7058PSGR 5/8° 0.035 1,400 Ibs. 4200° Green  Polyester Packaging and
fixing various heawy
objects.

I Product Features

= Strong tensile strength.

= Good extensibility.

* Good temperature resistance
5
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Stretch Wrap / Film

Stretch wrap rolls have a continuous length of plastic that is wrapped around the sides of a pallet or bundle to protect the
package from dust and moisture, prevent and indicate tampering, and keep items together. General purpose stretch wrap
is used in most everyday applications and can be applied using wrapping machines or by hand. High-performance wrap
provides high strength and puncture resistance and is thinner than other wraps. Product-concealing wrap is difficult to see
through to maintain privacy and hide product labels of expensive or valuable items. Color coding and printed message wrap
indicate at a glance how a product should be handled, shipped, or stored. Antistatic wrap protects electronics from static

discharge. Breathable stretch wrap, also called pallet netting, is used to secure items to pallets and has holes or vents so air
can circulate around the product.

+ Multiple colors available:Green/Blue/Orange/Red/Black/
Yellow/Clear, Meet users’ needs for color differentiation

* The core substrate is made of linear low-density
polyethylene (LLDPE), which provides the core tensile
strength and toughness, ensuring that it is not easy
to break during winding, and can maintain tension after
winding to prevent the goods from loosening

T =
I
|
RMPESFARTOG .
' RMPSSFIR80G - | | RMP5SFIR70G -
SKU Size Gauge Color Material Applications
RMPSSFARTOG 18" x 1,500° 70 Clear LLDPE
. Recommended for carton and non-
RMPSSFIREOG 20" x 6,000 BO Clear LLOPE standard goods.
RMPSSFIRTOG 20" x 6,000° 70 Clear LLDPE

I Product Features

= Resists puncturing and tearing, even around sharp corners.
= 70/80 gauge.
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’ —_

| RMPSHWA4RBOGR + | | RMPSHWA4RBOBLU - | RMPSHWA4RBOBLK | RMPSHWARBOYEL

RMPSHWARBOOR - | RMPSHWARBOR » |
SKU Size Gauge Color Material Applications

RMPEHWARBOGR 187 x 1,500 80 Green LLDPE

RMPSHWARBOBLU 18" x 1,500 80 Blue LLDPE
Recommended for packaging

RMPSHWARB0OR 187 x 1,500 B0 Orange LLOPE various goods, including

. , electronic appliances, automotive
RMPSHWAREOR 187 x 1,500 80 Red LLDPE parts, hardware tools, building

materials, chemical products.

RMPSHWA4REOELE 187 x 1,500° 80 Black LLDPE

RMPSHWAREOYEL 18" x 1,500 g0 Yallow LLDPE

I Product Features

= Colorful and easy to identify and manage.
= Easy to stretch and wrap, convenient for wrapping products of various shapes and sizes.

— —_— —
a

RMPS0803R « | RMP50803BL .| RMP50B03GR » | RMPS0B03BLK » |_RHP50303'I'EL &« RMPS0803WH .| _MPEGBCISR al

88 @ 0D

| RMPS0805BL + | | RMP50805GR + | | RMPS0BOSBLK » | RMPS0805YEL »| | RMPS0BOSWHT «  RMP50803CL +| | RMPS0805CL +
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SKU
RMPS0BO3R
RMPS0B03BL
RMPS0803GR
RMPS0B03BLE
RMPS0B03YEL
RMPS0OBOIWH
RMPS0B0SR
RMP5OBOSEL
RMPS0BOSGR
RMPS0805BLE
RMPS0BOSYEL
RMPS0B0SWHT
RMPSOBO3CL
RMP50805CL

I Product Features

* Ultra thin design.
* Good stretch ratio.

Tapes

Size
3" x 1,000
3" x 1,000
3" x 1,000
3" x 1,000
3" x 1,000
3" x 1,000
" x 1,000
5" x 1,000
E" x 1,000
" x 1,000
5" x 1,000
5" % 1,000
3" x 1,000
5" x 1,000

= Strong adhesion.
* Strong puncture resistance.

Gauge Color
80 Red
B0 Blue
£0 Green
B0 Black
&0 Yellow
BO White
80 Red
BOD Blue
&0 Green
BO Black
&0 Yellow
BO White
80 Clear
B0 Clear

Matarial
LDPE
LCPE
LOPE
LDPE
LDPE
LDPE
LDPE
LCPE
LOPE
LDPE
LOPE
LDPE
LOPE
LCPE

Applications

Recommended for manual
packaging. with simple and
conveniant operation, suitable
for small items or small batch
packaging needs.

Tapes are a functional material consisting of a substrate, adhesive, and release material (for some types). It achieves
functions such as pasting, fixing, sealing, and wrapping items through its viscosity, and is widely used in various fields
such as industry, home, office, and packaging. Tape can be single-sided or double-sided, used for temporary or permanent
applications to seal, repair, wrap, connect, install, mask, and protect equipment and surfaces. Depending on its purpose,
material, or adhesive type, tapes can be divided into various categories. When selecting, it is necessary to consider the
specific purpose, the characteristics of the adherend, and environmental conditions to achieve the best results.

+ The base material
is PVC film coated
with rubber-based
pressure-sensitive
adhesive. This
adhesive tape
exhibits good
adhesion and wear
resistance

RMP1007SIL »

© + Easily mark off
walls, floors or stairs in
hazardous areas
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SKU
RMP1012RED

I Product Features

Size Mil Color Material Applications
T el 5 Black/Red PVC Recommended for walls, floors or stairs.

= Easily mark off walls, floors or stairs in hazardous areas.

« Can fit on different
surfaces

+ Full color

SKU

RMPI0D0ZBLESGR

I Product Features

* Luminous Anti-5lip Tape good
flexibility, hand tear

+ Oil-based glue: not

easy to crack in winter,
not easy to overflow in
Sumimer

RMPI00SBELE/GR

Size Ml Color Material Applications

Recommended for stairs,
Luminous Strip, PET  comridors, passages, swimming

H Leather Material, pools, kindergartens, schools,
2" x 60 yds. 335 Black/Green Quartz Sand, Acrylic stations, subway stations,
0l Glue ports, hotels, clubs, kitchens,

bathrooms and other places.

= Luminous Anti-Slip Tape good flexibility, hand tear.
= Can fit on different surfaces.

= Full color.

= Qil-based glue: not easy to crack in winter, not easy to overflow in summer.
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| RMPSMASK260YEL « |

| RMPSMASK160R

SKU Size Ml Color Material Applications
RMPEMASK160R Tx60yds. 4.6 Red . Recommended for automabiles and ships,

lectronic manufacturing industry, Fumniture
Wrinkle Pa and plastic products and Construction and
RMPGMASK260YEL 2" x 60yds. 4.6 Yellow Nateal R decoration.

1 Product Features
* Precise masking
= Easy to tear stickers and remove
» High temperature resistance and chemical resistance
* Flexibility and Conformity
= Environmental Protection and Safety
* Easy to tear: Mo tools needed, can be torn along the paper grain direction with bare hands, easy to operate
= No residual adhesive: Tear off no adhesive residue at room temperature to protect the surface of the adhered object from
cleaning (corresponding models should be selected for special high-temperature scenarios)

| RMP603SEALC-RMP6O2SEALC » | RMP603ESEALC-RMP602ESEALC =

SKU Size Mil Color Material Applications
RMP&OISEALC T" x 110 yds. 20 Clear oPp
RMP&OZSEALC 2" x M0 yds. 20 Clear QPP
Recommended for carton.
RMP&OZESEALC Fx110 yds. 2.0 Clear oPp
RMP&OZESEALC 2" x 110 yds. 20 Clear OFpP

I Product Features

« Aggressive hot melt adhesive instantly sticks to corrugated cartons.
= Seals tight so your packages stay protected,

= Dispenses quickly. Seal more cartons in less time.

= Performs in temperatures of 30° to 140°F.
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| RMP603DUCTBK +

SKU Size il Color
RMPSO3DUCTS 3 % &0 yds 10 Silver
RMP&D3DUCTBE 3" x 60 yds 10 Black
RMPS03DUCTW 3" x 60 yds 10 White

I Product Features

= Super strong adhesion and holding force,
= High tensile strength.
= Waterproof, moisture-proof, and weather resistant.

| RMP603DUCTW +

Material
PE, Fiber Cloth, Synthetic Rubber

Applications

Recommended for carton sealing,
carpet joint assembly, heavy-duty
bundling, waterproof packaging.

PE, Fiber Cloth, Synthetic Rubber
PE, Fiber Cloth, Synthetic Rubber

= Wear resistance and puncture resistance.
= Chemical resistance.

| RMPI004BLK » | | RMP1006BLK/YEL «
SKU Size il Color Material Applications
o Recommended for stairs
RMPIODSBLK/YEL 2"x60yds. 335 Blackiellow | V- Leather, q“: E"“. Sand, Acrylic O and bathroom.
RMP100BGRAY 2" % 60, 22 Gray PEVA Leather, Acrylic Oil Glue

I Product Features

« Super strong adhesion and holding force.
= High tensile strength.
= Waterproof, moisture-proof, and weather resistant.
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SKU Size Mil Color Material Applications

Recommended for use in refrigerators,
freazers, refrigeration equipment, insulation

RMPIOOTSIL 2" x 60yds. 6.3 ey, “AomInamLES Aenee i Dlow of central air conditioning ducts, and
' shielding and anti-interference of electronic
products.

I Product Features

* Physical properties (lightweight and tough material, smooth and conductive surface, strong weather resistance).

= Electrical performance (outstanding electromagnetic shielding performance, dual functions of conductivity and
thermal conductivity).

= Adhesive performance (strong adhesion and retention, wide temperature resistance range).

« Chemical properties (chemical corrosion resistance, environmental protection and safety).

* Processing and usage performance (easy cutting and construction, excellent sealing).

RMP1009BLK/YEL » |

SKU Siza Mil Color Material Applications
Recommended for road traffic, construction
" PET, Synthetic sites, warehouse management, factory
RMPIO0PRLK/YEL 2% 10 yd=. 2 Pk £ Yow Rubber production, and other occasions that require

isolation and warning.

I Product Features

= Optical performance: high reflective efficiency and wvisibility.

= Physical properties: durability and processing adaptability.

= Adhesive performance: firm adhesion and applicability.

= Environmental and Safety Performance: Environmental Protection and Functional Expansion,



Raxwell

Ties

Ties are a type of tool used for bundling, securing, and tightening items. Due to their ease of operation, low cost, and
strong applicability, they are widely used in various fields such as industry, agriculture, logistics, and daily life. Made of
rylon 66 (PAGS), they exhibit good toughness, temperature resistance, and corrosion resistance. The structure is simple,
typically consisting of a body (with serrated pattern) and a head (with a buckle), which achieves bundling through one-
way tightening. Once fastened, it is difficult to loosen [some releazable models have unlocking devices). Ties are a basic
yet indispensable tool that meets various bundling and securing needs, ranging from daily chores to industrial production,
through diverse designs in material and structure. When selecting, factors such as load-bearing capacity, environment, and
cost should be considered to achieve efficient and safe use.

- v+ Equipped with anti retreat
< function, the tighter it is pulled

N
- The base material is made of PA66, which -
has supfmntr strength, .l:emperam:'e resistance, = o+ Can effectively save work
and anti-aging properties compared to PAS. time and improve work
It has stronger tensile fracture resistance and offici
is suitable for industrial-grade applications ”

(such as automotive wiring harnesses,
mechanical component fixation, and long-term

outdoor use)
RMPPOTI40NAT
| RMPOOT2SONAT » | | RMP9OTSONAT + | | RMP901250BLK » |
SKU Length Width Tensile Strength Color Material Applications

RMPSOTIA0NAT " 14 40 Ibs. Natural Nylon 6.6

= 5 Recommended for Electronic
BRMPOO1250MAT 12 19 50 Ibs. Natural N}dun b6 factories. mechanical

i equipment, ships, agriculture,

RMPYOTS0MNAT a g 50 Ibs. MNatural Mylon 6.6 horticulhure and other flsids.
RMP01250BLE 12" 19" 50 Ibs. Black Mylon 6.6

1 Product Features

= Equipped with anti retreat function, the tighter it is pulled.
= Can effectively save work time and improve work efficiency.
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Shelving

Shelving is a facility used for storing, displaying, and organizing items, widely applied in homes, offices, stores, warehouses,
and other places. The type of shelving is determined based on the usage location and purpose; considering the weight, size,
and quantity of stored items, shelves with appropriate load-bearing capacity and dimensions are selected, combined with
the decoration style and color matching of the surrounding environment, shelves with beautiful appearance and coordination
with the environment are chosen.

* Material: ABS. The O ——

design of plastic

clips is usually - '

simple, making them « Material:

easy to install and Chrome-plated Carbon Steel
remove

+ Protective items:

The plastic cover can

effectively prevent dust

and dirt from entering

the interior of the + Simple installation.
atoragn: rack, protecting Fixation.Flexibly

stored items from increase or decrease
external environmental the number of available
influences and f layers

maintaining their / RMS184872CR »

cleanliness and hygiene 7

o F

RMSI01818CR = RMS182434CR »
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| RMS182472CR »

SKU

RMS184872CR

RMSI0181BCR

RMS182434CR

RMS182454CR

RMS182443CR

RMS182472CR

RMS183672CR

RMS242472CR

RMS243672CR

RMS244872CR

1 Product Features

RMS183672CR » | RMS242472CR + |
e L. s o
48" % 18" x 707 550 Ib. 4 Chrome
x0T X8 220 b, 3 Chrome
24" % 18" x 34 550 Ib. 2 Chrome
24" x18"x54" 550 b, 4 Chrome
24" x18"x 64" 550 Ib, 4 Chrome
24" x 18" w707 550 Ib. 4 Chrome
36 x 18" x 70" 550 Ib. 4 Chrome
24°x24'x70° S50 b, 4 Chrome
36" x 247 x 70" 550 Ib. 4 Chrome
48" x 24"x 70" 550 b, 4 Chrome

Material

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steel

Chrome-plated
Carbon Steal

Applications

Recommeanded
for office, hotel
and courier

storage.

Compliance
Standards

MSF

MSF

NSF

MNSF

MNSF

MNSF

MNSF

MNSF

MSF

= Unigue structure: It is composed of carbon steel chrome plated mesh and pillars, with a unique shape structure that is
cleverly designed, easy to install and remove, clean and bright. The sturdy carbon steel chrome plated mesh can

promote air circulation, reduce dust accumulation, and the open design makes storage visible at a glance.

* Flexible and versatile: Each inch of the pillar has a groove circle, and the height of the mesh can be adjusted freely

(increasing or decreasing per inch). Can be freely combined according to actual needs.

* Widely applicable: can meet the needs of any space and form a series of products for different purposes, such as office
series, shopping mall, hotel, factory or household series, product display rack series.
* Easy to assemble, convenient, and durable.

&1
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« RMSA0CRCAST |
SKU Size  Capacity/Set (LBS) Size DIAM.xW  Color Material Applications
Hub:Polypropylens Recommended for use Stationary
RMS40CRCAST 5 450 Ib. Sx114" Steel Frame:Nickel-plated Wire Shelving and Stationary

Iron Slanted Wire Shelving.

| Product Features

= Easy to install quickly in the later stage, without the need for overall disassembly.
= Threaded rod casters achieve lifting function by rotating the threaded rod.
* High flexibility.

r . . e i F ity i
s {-'_ # i F ] & '*.r '_J'
A ¥ A & #
f,'/ Pl ;,’J'..’.' r_.f.-"ﬁ'_.f ot iy
iy s i o o
< < <5 <s <
| RMSA01824SHF + | | RMS4018365HF + | | RMS402424SHF » | RMS402436SHF + | | RMS402448SHF
Dimensions Shetf CAP. Compliance
SKU WxD x H (LBS) Color Material Applications Standards

L] " Em*!]lﬂtﬂd

RMS4018245HF 24" 18 550 Ib. Chrome Carbon Stesl NSF
i = Chrome-plated

RMS401B3465HF 36" x18 550 Ib. Chroma Carbon Steel NSF
" . Chrome-plated Recommended for use

RMS4024245HF 284" x 24 550 Ib. Chrome Carbon Steel Stationary Wire Shelving NSF

and Stationary Slanted

. . Chrome-plated Wire Shalving.

RMS4024365HF 36" x 24 550 Ib. Chrome Caitson Sl NSF
. . Chrome-plated

RMS4024485HF 48" x 24 550 b, Chrome Carbon Steel MNSF

I Product Features
* Simple installation.
* Fixation.
* Flexibly increase or decrease the number of available layers.
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SKU Size Color Material Applications

. - Recommended for use Stationary Wire Shelving
RMSADCLIE LERES Black AB3 and Stationary Slanted Wire Shelving.

I Product Features

= Good stability, 5 il
= Portability: The design of plastic clips is usually simple and easy to install and remove. | RMS40CLIP + |

SKU Size Color Material Applications
Recommended for use
" . " 5 Stationary Wire Shelving
RMS40SHOOK %14 x 06" Chrome  Chrome-plated lron and Stationary Slanted Wire
Shelving.

I Product Features

* Durable and rust resistant.
= Easy to install and highly flexible.

RMSA40SHOOK » |

SEU Size Color Material Applications

Recommended for use Staticnary Wire
Shelving and Stationary Slanted Wire
Shelving.

Nickel-plated

RMSA0FTPLATE Fuxle Chrome s

I Product Features

+ Simple installation. _
+ Fixation, | RMS40PCAP » |
+ Shelving Post, Leveling Bolt.

SKEU Size Coler Material Applications

Recommended for use Stationary Wire
RMS40PCAP 1" x 07" Black Polyethylene(PE) Shelving and Stationary Slanted Wire
Shelving.

I Product Features

* Protective iterns: The plastic cover can effectively prevent dust and dirt from entering the
interior of the storage rack, protecting stored items from external environmental influences
and maintaining their cleanliness and hygiene.
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7 Company Overview

Proudly introducing the renowned Raxwell brand to the

American market. With a rich legacy rooted in quality and
tradition, Raxwell meticulously maintains the highest standards

in every facet of its operations.

Get In Touch

20 Fairbanks, Ste 173 www . raxwellinc.com

Irvine, CA 92168 sales@raxwellinc.com

(949) 528-35672 0 o 0 @



